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Company Profile Company Profile

GVS Since 1999 Professional Manufactory
i - Facility & Equipment: modern factory with SMT, plug-in,
Since 1999, GVS has been focusing on building control technologies, offering it's worldwide clients with quality products and assembling, testing lines; QC, electrical safety labs, high-low

professional services. temperature aging room.

Standard & Certificate: 1SO90001, QC080000, RoHS, CE, KNX,
FCC.

As a hi-tech company, GVS is now a pioneer in smart building industry, the company operates mainly in business line of smart

building, video intercom and smart Wi-Fi thermostat. Started as a CRT manufacturer for security devices, the company has now

Production Capacity (annually): TFT & display module 4.5M
pcs, KNX device 300K pcs, video intercom device 400K pcs.

grown and expanded into a smart building product & service provider with its professional team in design, R&D, manufacturing

and sales. With its highlighted capability in display and building technology, the company has long been in the first rankings of . .
Video Intercom Pathfinder

suppliers for both KNX building control system, IP/2-wire video intercom system and smart Wi-Fi product. As the FIRST native
BOARD MEMBER of KNX CHINA and first-ranking video intercom & thermostat supplier, GVS will continue to renovate and contrib-

Dated back to 1999, GVS started with audio intercom
module business, later developed to video intercom
module. Started from analog 2-wire system, GVS now
offers its client with full digital IP intercom solution, with
perfect integration with smart home functions. GVS has
never stopped on the way of exploration and innovation
for a smarter and more secured life style.

ute to the smart building technologies in the coming decades.

Just like the slogan goes: To make life smart, and smart simple!

GVS - Milestones

In 2008 In 2011 In 2013 In 2015 In 2017 In 2018 In 2019 In 2021 In 2023 In 2024
v v v v v v v v v v
GVS became the First KNX Training Initiator and GVS became the GVS became a GVS became the GVS entered the GVS survived & GVS successfully As a pioneering KNX
first Chinese Centerin China Chairman of the FIRST native public company first native compa- smart thermostat thrived with 30% being listed in member, GVS has
KNX memberin was established drafting team for council member by entering NEEQ ny who chaired market by acquiring annual net growth Beijing Stock the most certified
China. by GVS. IEEE1888.4 Green of KNX China. (the New OTC). KNX CHINA. Vine Connected in 2020 & 2021 Exchange. KNX Secure
Home & Building Corp. dispite COVID-19. products in China &
"”,..:;] "4 Automation. o the 6th worldwide.
o il
“‘-‘: : Chairman - ':::
KNX
Secure

01 To make life smart, and smart simple!

To make life smart, and smart simple! 02



Product Series

KNX Home & Building Control System
P 004 - P. 019

KNX ASSOCIATION CVBA

Constituted as the European Installation Bus Association
cvba (EIBA) by the act L]:>assed on the 8th Ma?{ 1990, in front
of thal}/ Hans BERQUIN, Brussels and published in the

Official Journal on the 1st June 1990. MEMBER

Renamed KNX Association cvba in accordance with the
relevant decisions taken at the Extraordinary General
Assembly, held on the 22nd December 2005, in front of
Notary Martine ROBBERECHTS of Zaventem and
published in the Official Journal on the 16th March 2006.

Registered office: De Kleetlaan 5, B-1831 Diegem

Certificate of Membership

The association certifies that
GVS Smart Co., Ltd
is @ member of KNX Association until 01/06/2025

Joost Demarest, CTO Brussels, date
KNX Association 10/09/2024

Join us

GVS - The Pioneer of KNX Secure

KNX Smart Home Solution
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KNX Home & Building Control System

KNX Home & Building Control System

!
ax ? LV/E“M KNX Smart Touch S7 (KNX Secure) L

CHTI-7.0/120.1.22 CHTI-7.0/120.1.23

Button: CHKA-04/S7.1.2x, CHKA-04/S7.1.1x
Knob: CHRBC-04/S7.1.1x, CHRB-04/S7.1.1x

+ 6.9 inch color IPS capacitive touch screen, resolution 1440720

Standard

+ Homepage support for function customization and building plan view

a Tiee = programming

5 Q== | + 120 KNX channels, with basic control functions including switch, dimming,

e 8 B | blinds, value sending, color temperature, color control(RGB, RGBW, RGBCW),

oM
|

s room temperature control, air conditioner, ventilation system control, air quality

Button Version and energy metering display, etc

+ Support 16 weekly timer, 8 scene group functions, 8 logic functions

- + 30 KNX scene functions
1023 o_" : I : ! + Built-in temperature and humidity sensor, proximity sensor
o == "[:J' Vau U + Support SIP intercom and cloud intercom, and APP control
- + Support security monitoring and surveillance recording with access to IP CAM
Knob Version - Support voice message function, call transfer function

- Support defense zone setup for arm and disarm functions

- Support OTA upgrade

/
//V,Eﬂf KNX Smart Touch Z13 (KNX Secure)

CHTI-13.3/120.2.23

+ 13.3" colored IPS touch screen, 1920*1080 resolution

+ Full KNX functions with list-view, room-view or map-view, full SIP intercom
functions

+ Support IP connection for APP control, cloud intercom

- 16timing, 8 group event, 8 logic, HCL, 24 alarm functions

+ 120 KNX channels of including switch, dimming, shutter, scene control, value
sending, RGB, RGBW, RGBCW, Color Temp. control, HVAC, AC, floor heating,
ventilation, audio control(support song info), energy metering, air quality
display etc

+ Aesthetic design with aluminum faceplate

+ Built-in temperature, humidity, proximity sensor

+ Support security monitoring and surveillance recording with access to [P CAM

- Support voice message function, call transfer functions

- Support KNX secure and OTA update

+ Fitsin 86"86mm, 80*80mm, German double-60mm wall boxes

+ Support sub-panel extension button or knob
+ Support KNX Secure
+ Can add devices from cloud for central control on S7

+ Support Sonos audio control [T

Secure

B Banaiar et Emeter + Support Google Assistant, Alexa voice control

= LV’EM‘I KNX Smart Touch S3 (knx secure)

= CHTF-3.3/3.2.10 CHTF-3.3/3.2.11 CHTF-3.3/3.1.01

+ 3.3-inch color IPS capacitive touch screen, resolution 480320

+ The structure and appearance feature a plastic frame and a surface with a
multi-touch panel and 3 physical buttons to control devices/scenes

+ Supports SIP video intercom function and KNX smart home function

+ Supports bluetooth environmental sensors connection

+ Supports remote control and customizing scenes via mobile phone
+ Built-in temperature, humidity and proximity sensor

+ Automatically adjusts screen and button indicators brightness

+ Support KNX Secure

- Support IP connection for APP control, no cloud intercom

05 To make life smart, and smart simple!

KNX Smart Touch Z10 (KNX Secure)

CHTI-10.1/120.2.23

ye!
[ Function: |

+ 10.1" colored IPS touch screen, 1280*800 resolution

+ Full KNX functions with list-view, room-view or map-view, full SIP intercom
functions

+ Support IP connection for APP control, cloud intercom

+ 16 timing, 8 group event, 8 logic, HCL, 24 alarm functions

+ 120 KNX channels of including switch, dimming, shutter, scene control, value
sending, RGB, RGBW, RGBCW, Color Temp. control, HVAC, AC, floor heating,
ventilation, audio control(support song info), energy metering, air quality
display etc

- Aesthetic design with aluminum faceplate

+ Colored breathing light adjustable for color and brightness

+ Built-in temperature, humidity, proximity sensor

- Support security monitoring and surveillance recording with access to IP CAM

- Support voice message function, call transfer functions

+ Support KNX secure and OTA update

+ Fitsin 86*86mm, 80*80mm, German double-60mm wall boxes

To make life smart, and smart simple! 06



KNX Home & Building Control System

KNX %1
Secure e

KNX Waltz Touch™ Pad (Knx secure)

Plastic: CHTFB-3.0/6.5.00(White) ~ Metal: CHTFB-3.0/6.5.20(White)

CHTFB-3.0/6.5.01(Black)

(

( CHTFB-3.0/6.5.21(Black)
CHTFB-3.0/6.5.02(Silver)

(

(

(
(

CHTFB-3.0/6.5.22(Silver)
CHTFB-3.0/6.5.03(Gray) (
CHTFB-3.0/6.5.04(Gold) (

CHTFB-3.0/6.5.23(Gray)
CHTFB-3.0/6.5.24(Gold)

+ Elegant design mixed with IPS capacitive touch panel & mechanical button
+ Aluminum frame and replaceable buttons(plastic/aluminum)

+ Synchronized animation effects on display when buttons pressed

+ Push Buttons adjustable for 1 or 2 button operation

+ Built-in temperature sensor, RGB status LED indication

+ Adjustable for button push length, NO or NC contact operation

+ Short/long operation for KNX functions of lighting, scene control, shutter etc
+ Supporting ring included for installation, integrated bus coupling unit

+ 3years'warranty, 5 classic colors available

+ Support KNX Secure

Crystal White/Celestial Silver/Splendorous Golden/Mystical Gray,Classical Black

KNX Waltz Push Button Sensor (KNX Secure)

Metal: CHPB-04/02.S.2x(2-Gang) [
CHPB-06/02.5.2x(3-Gang) S
CHPB-08/02.5.2x(4-Gang)
x=0, White; x=1, Black; x=2, Silver; x=3, Gray; x=4, Gold

Latest elegant KNX push buttons for WALTZ Series
+ Push Buttons adjustable for 1 or 2 button operation
+ Aluminum frame and replacable aluminum button
+ Built-in temperature sensor, with LED indication
- Adjustable for button push length, NO or NC contact operation
+ Short/long operation for KNX functions of lighting, scene control, shutter etc
- Supporting ring included for installation, integrated bus coupling unit
+ 3years' warranty, 5 classic colors available
+ Support KNX Secure

—
ar |

Waltz Electrical Socket & Accessories (For 86*86mm wall-box ONLY)

Socket Network Socket
CHTN-02/00.1.01

CHSU-04/10.1.01

07 To make life smart, and smart simple!

Emergency Button
CHEK-01/00.1.01

KNX Home & Building Control System

KNX CO,/Temp/Humidity Sensor, 55mm (knX secure)

CHAQ-03/55.2.00

+ 100% fits 55mm systems:
- GIRA Standard 55, E2, E22, Esprit - Jung Aplus, Acreation, A500, AS50
- MERTEN 1M, M-Pure, M-Smart - BERKER B3, B7,S1
+ Built-in CO, & temperature & humidity sensor
- 2 external inputs of dry contact or NTC temperature detection
+ Support control modes: heating/cooling, with 2/4-pipe system
+ HVAC operation modes: comfort, standby, economy, protection
+ Temperature logic algorithm supports 2-point and Pl control
+ Airquality level function: humidity control(4 levels), CO, level output(4 levels)
+ Air quality controller: humidity control(step), CO, level output(step & PI)
- Support alarm function
+ Support KNX Secure

0
s
3

1 [ [_ | -_

LA

KNX Push Button Sensor with LCD, 55mm (KNX Secure)

CHPBL-03/00.1.00 CHPBL-03/00.2.00 CHPBL-03/00.2.01

+ 100% fits 55mm systems:

- GIRA Standard 55, E2, E22, Esprit
- MERTEN 1M, M-Pure, M-Smart

- Jung Aplus, Acreation, A500, AS50

- BERKER B3, B7, S1

+ Support KNX Secure

- LCD Display, resolution 240*240

- Built-in temperature & humidity sensor, 2-fold input interfaces

- Option 1: Push Button(3 pages, 4 icons/page) for all KNX functions

+ Option 2: Thermostatic pages, AC(FCU, VRF), floor heating and ventilation
+ Option 3: Background music pages: author/album/song display

!
o PrErImi w

—
KNX —"

Secure

KNX Push Button Sensor Plus, 55mm

CHPLE-0x/02.y.0z
(x=1,2,3,4 means 1,2,3,4-Gang;y=1,2 means Shiny/Matt finish;
7=1,3 means White/Black)

+ 100% fits 55mm systems:
- GIRA Standard 55, E2, E22, Esprit
- MERTEN 1M, M-Pure, M-Smart

+ Push Buttons adjustable for 1 or 2 button operation

+ Built-in temperature sensor, RGB status LED indication

+ Adjustable for button push length, NO or NC contact operation

+ Short/long operation for KNX functions of lighting, scene control, shutter etc

- Centered title block with cover film for customized marking

+ Supporting ring included for installation, integrated bus coupling unit

+ 3years' warranty, matt/shiny finish available, white/black available

- JUNG Aplus, Acreation, A500, AS500
- BERKER B3, B7, S1

ye!

-

—
KnNX
Secure

a—

KNX Thermostat Lite, 55mm (KNx Secure)
CHTL-02/00.2.00

+ Built-in temperature and humidity sensor

+ Control modes: heating/cooling, with 2/4-pipe system

+ HVAC operation modes: comfort, standby, economy, protection

+ Temperature logic algorithm supports 2-point and PI control

+ Support 2 external inputs of dry contact or NTC temperature detection
+ Support KNX Secure

To make life smart, and smart simple!
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KNX Home & Building Control System

Classic Black Celestial Silver

LIdSSIC DldCK Celestial Silver

09 To make life smart, and smart simple!

KNX Smart Touch V50s

CHTF-5.0/15.5.21 CHTF-5.0/15.5.22

+ Standard KNX Touch Panel with database & certificate

- 5" colored capacitive IPS touch screen, resolution 480*854
+ Upto 2 home pages and 15 function pages can be configured
- 16 time functions, 8 event group functions, 8 logic functions

+ Password protection and customized screensaver

- Support switching, dimming, shutter control, HVAC control etc

+ Built-in temperature and proximity sensor

- Available with two colors silver & black, two types vertical & horizontal
- Supporting ring included for installation, perfectly fits 60mm/86mm wallbox and

US wallbox

KNX Smart Touch V40s

CHTF-4.0/9.5.21 CHTF-4.0/9.5.22

+ Standard KNX Touch Panel with database & certificate

- 4" colored capacitive IPS touch screen, resolution 480*480

+ Support 9 function pages

- 16 time functions, 8 event group functions, 8 logic functions

+ Password protection and customized screensaver

- Support switching, dimming, shutter control, HVAC control etc.

+ Built-in temperature and proximity sensor
+ Available with two colors silver & black

+ Supporting ring included for installation which fits 60mm/86mm wallbox

KNX Multifunctional Gateway
BTAI-06/05.1

+ APP Server for GVS Smart APP

- 6 folds RS485 interface for connecting with RS485 input
- 5folds dry contact input

- 1fold LAN port for integrating with TCP/IP devices

- 1fold WAN port for cloud and local communication

- Configured by "GVS Smart Assistant" app

+ Support Sonos audio control

+ Support Google Assistant, Alexa voice control

KNX Home & Building Control System

GVS Touch Screen Selection Table

Z13SIP

Screen Size

Resolution

1920*1080

Operation System

Android

Cloud Intercom

SIP Intercom

APP Server

Coming

Temp. Sensor

Humidity Sensor

Proximity Sensor

Thermostatic Control

KNX Channels/Page

120

6 icons per page

/8 icons per page

8 icons per page

6 icons per page

Dimension(mm)

213*317*51.7

Wall Box

86mm/German
double-60mm

Swiss/Australian /US

KNX Secure

V40s Waltz
4" 28"
480*480 854*480
Linux Linux
R
«/ «/
x % N
v v
«/ 3 «/
9 pages/ 6 pages/
86*101.3*32.2 3 115*86*34.7
86mm/60mm 86mm/60mm
.

To make life smart, and smart simple!
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KNX Home & Building Control System

KNX Presence Sensor, Microwave
(KNX Secure)
CSBPM-04/00.1.00, CSBPM-04/00.1.01, CSBPM-04/00.2.01

@ /

- Detections of normal movement, tiny movement and static presence, with
24GHz millimetres wave technology
Internal brightness sensor (Full Black Not Support), and control the light via

) \ brightness threshold and also control logically with motion signal
Y - Sensitivity is configurable and can be adjusted by day/night
l \ o ] ] - Internal temperature and humidity sensors
J 1 - Constant lighting control
b + RTC controller functions

Logic functions and scene group functions

White Part Black Full Black * Support KNX Secure

KNX Motion Sensor, PIR
(KNX Secure)

/
KX ,/Vj—m CSBP-04/00.1.00, CSBP-04/00.1.01, CSBP-04/00.2.01

Secure
I + Detection of movement, with ordinary pyroelectric infrared technology
. 9 - Internal brightness sensor (Full Black Not Support), and control the light via
( brightness threshold and also control logically with motion signal
" B ||
W
White Part Black Full Black

+ Internal temperature and humidity sensors
+ Constant lighting control

+ RTC controller functions

- Logic functions and scene group functions

+ Support KNX Secure

+ Support both ceiling and wall-box mounting

With Frame

11 To make life smart, and smart simple!

KNX Home & Building Control System

KX

KNX/DALI-2 Gateway, 1/2-Fold

/VfW! (KNX Secure)

Secure —
BTDG-01/64.2 BTDG-02/64.2
+ DALI telegram broadcast function
- Fault detection of lamps and ballasts of DALI devices
7 7 i + Foreach fold, Max.64 DALI devices can be controlled, including switch,
ke d b ol S L 200009 Seveae dimming, brightness, color and color temperature control
[ eous. EERTR ous. EERTER - Support multiple DALI-2 device types, such as DT6, DT8 colour control type
- including RGB Colour, RGBW Colour, XY Colour, Colour Temperature
] - Support group control. 16 different groups for each channel by DCA APP
.. . - Support scene control. 16 different DALI scenes for each channel by DCA APP
_“ _“, + Support operation mode: normal mode, normal/night mode, staircase mode,
permanent mode, burn in mode
—— & T— . 8 behaviour templates for group
- Send or response various status, such as switch, brightness, operation hours
etc
+ Monitoring DALI bus voltage, DALI bus current and DALI bus short circuit status
+ Support the KNX Data Secure
o Lo eoeese seosee M o T //V»E!!*
EE 3 x s 2 s BEN
-—— R

KNX IP Router (KNX secure)
BNIPR-00/00.5

- Support 4 client connections

+ Support KNXnet/IP, ARP, ICMP, IGMP, HTTP, UPnP,
UDP/IP, TCP/IP, DHCP and Auto IP

+ Can be used as line/backbone coupler to couple
ethernet and KNX-TP lines

- Support filter table routing function

- Can be used as the programming interface

+ Support KNX Secure

KNX Heating Actuator with
Traic 6-Fold (KNX Secure)
AFHT-06/05.1

+ Support KNX Secure

+ Support 24V AC or 230V AC valve

- Bus voltage failure alert, manual operation with LEDs
+ Winter/Summer Mode

+ Supports 24V AC or 230V AC themal drive. 6

- Independent valve outputs, max. 300mA/ch

- 6 channels of room temperature controller: support

heating/cooling mode, integrating

- 2-point/PI control with 5 scene functions
+ Not support fan speed control

KNX Power Supply, 640mA

BBPS-02/640.1

- Input voltage: 100V ~240 Vac, 47~63Hz

+ Sustained short-circuit current: < 1.4 A

+ Rated current: 640mA, short-circuit-proof
- 1-fold KNX output

- 1-fold Auxiliary voltage output

- Output staus display

+ Reset the KNX output

+ Over temperature protection

+ Current consumption level indication

To make life smart, and smart simple!
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KNX Home & Building Control System

@ 7

o NEW!

Secure
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KNX Universal Dimming Actuator 1-Fold,
Flush Mounted (KNX Secure)
ADUDF-01/01.1

+ Max. load 200W, leading/trailing edge phase dimming control

+ Un rated voltage 230V AC, 50/60Hz

- Relative & absolute dimming, status response, scene control(16 folds), staircase
lightingfunction, flashing switch, delay switch, safety function

- 8logic function

+ Dimming curve adjustment(6 options + 1 Customization) in ETS

- Dry contact: 4 fold input +4-fold input/LED output, LED indicator(5V/12V, Max.
4mA, Common Andode)

+ High compatibility: Leading & Trailing edge, wide range of Lighting types &
brands

- High flexibility: 6 dimming curves & can be customized in different brightness
range

+ High reliability: driving components modular design, hardware detection &
protection mechanism

+ Advanced functions: Additional startup, Reset behaviour, Max. 16 Scenes,
operating hours counting, logic, forced and safety operation etc

+ Support KNX Secure

KNX Universal Dimming Actuator
1/2/4-Fold (KNx secure)

ADUD-01/02.3 ADUD-02/02.3 ADUD-04/02.3

+ Max. load 300W, leading/trailing edge phase dimming control

- Un rated voltage 110~230V AC, 50-60Hz

- Relative & absolute dimming, status response, scene control(16 folds), staircase
lighting function, flashing switch, delay switch, safety function

- 8logic function

- Dimming curve adjustment(6 options + 1 Customization) in ETS

- Manual operation and Output indication function

+ Operating hours counter function

+ High compatibility: Leading & Trailing edge, wide range of Lighting types &
brands

+ High flexibility: 6 dimming curves & can be customized in different brightness
range

- High reliability: driving components modular design, hardware detection &
protection mechanism

- Advanced functions: Additional startup, Reset behaviour, Max. 16 Scenes,
operating hours counting, logic, forced and safety operation etc

+ Support KNX Secure

MAIN

STABLE | OPEN | COMPATIBLE

KNX WALTZ Touch+ Pad KNX Smart Touch Panel

KNX Actuator KNX Power Supply

KNX Gateway for Tuya ZigBee, Premium
BTMO-TY/00.3  BTMO-TY/00.4 (Zigbee <> KNX)

KNX/Tuya-Zigbee3.0 Gateway is an innovative device which coupling KNX and Tuya
Zigbee system. By easy programming, you can realize controlling KNX devices from
Tuya APP, and uploading status information of KNX devices to Tuya platform, hence

monitor and manage the devices conveniently.
Supports bidirectional communication & control between KNX and Tuya/Zigbee.

+ Work as a Tuya/Zigbee Gateway to connect to Tuya Cloud and add Tuya device.
+ Upload KNX devices to Tuya platform to control and display status.

- Support KNX functions: switching, dimming, curtain, scene, AC control, background

music, air quality and energy metering display etc.
- Logic functions.
- Support bidirectional communication between Zigbee and KNX device.

M+0O Gateway
(KNX-Tuya Zigbee Gateway)

M+0O Smart Home Solution

ZigBee 3.0

OPTIONAL

EXTENDABLE | FLEXIBLE | DIY-FRIENDLY

Tuya Smart Home APP

Smart devices
in Tuya eco-system

To make life smart, and smart simple! 14



Product List

Picture

Name / Model

KNX Smart Touch Z13
(KNX Secure)

CHTI-13.3/120.2.23

Installation /

Dimension

317X213X12.5mm

Function

13.3" colored IPS touch screen, 19201080 resolution

Support IP connection for APP control (coming soon), cloud intercom

16 timing, 8 group event, 8 logic, HCL, 24 alarm functions

120 KNX channels of including switch, dimming, shutter, scene control, value sending, RGB,
RGBW, RGBCW, Color Temp. control, HVAC, AC, floor heating, ventilation, audio control
(support song info), energy metering, air quality display etc.

Support security monitoring and surveillance recording with access to IP CAM

Support KNX secure and OTA update

Picture

Name / Model

KNX Touch Button Slim,
2/4/6-Button

CHTB-02/01.2.2x, CHTB-04/01.2.2x
CHTB-06/01.2.2x(x=0, 2, 4)

Installation /
Dimension

86X86X8.9mm

Product List

Function

Switching and dimming

Control of blinds and shutters

Sending of values, e.g. water line, brightness
Recall and storage scene

Bi-LED indication

Glass touch control

10.1" colored IPS touch screen, 1280*800 resolution
Support IP connection for APP control, cloud intercom

ye!

KNX CO,/Temp/Humidity
Sensor, 55mm (KNX Secure)

CHAQ-03/55.2.00

70.8X70.8X19.3mm

Built-in CO, & temperature & humidity sensor

2 external inputs of dry contact or NTC temperature detection

Support control modes: heating/colling, with 2/4-pipe system

HVAC operation modes: comfort, standby, economy, protection
Temperature logic algorithm supports 2-point and PI control

Air quality level function: humidity control(4 levels), CO, level output(4 levels)
Air quality controller: humidity control(step), CO, level output(step & PI)

Support alarm function
Support KNX Secure

KNX Push Button Sensor with
LCD, 55mm (KNX Secure)

White shiny: CHPBL-03/00.1.00
White matt: CHPBL-03/00.2.00
Black matt: CHPBL-03/00.2.01

55.3X55.3X19.3mm

LCD Display, resolution 240240

Built-in temperature & humidity sensor, 2-fold input interfaces

Option 1: Push Button(3 pages, 4 object/p) for all KNX functions

Option 2: Thermostatic pages, AC(FCU, VRF), floor heating and ventilation
Option 3: Background music pages: author/album/song display

Support KNX Secure

KNX Thermostat Lite, 55mm
(KNX Secure)
CHTL-02/00.2.00

55.3X55.3X19.3mm

Built-in temperature and humidity sensor

Control modes: heating/cooling, with 2/4-pipe system

HVAC operation modes: comfort, standby, economy, protection
Temperature logic algorithm supports 2-point and PI control

Support 2 external inputs of dry contact or NTC temperature detection

Support the KNX Secure

KNX Push Button Sensor Plus,
55mm, 12/3/4-Gang
CHPLE-02/02.x.0y, CHPLE-04/02.x.0y

CHPLE-06/02.x.0y, CHPLE-08/02.x.0y
(x=1,2,y=0,1)

55.4X55.4X18.7mm

Switching and dimming
Shutter control

Value sending

RGB and RGBW dimming
Built-in Temperature sensor

Logic functions

Event Group function

Matt and shiny finish

LED indication, label instruction
White and black available

KNX Switch Actuator 4/8/12-Fold,

Manual switch operation, switch status response

Reaction after bus voltage failure and recovery

KNX Smart Touch Z10 16 timing, 8 group evgnt,S!ogic, HCL, 2‘_1a|arm functions .
(KNX Secure) 240X 186.8 X 8mm 120 KNX channels of including switch, dimming, shutter, §cene cor}trgl, vatue§end\ng, RGB,
RGBW, RGBCW, Color Temp. control, HVAC, AC, floor heating, ventilation, audio control
CHTI-10.1/120.2.23 (support song info), energy metering, air quality display etc.
Support security monitoring and surveillance recording with access to IP CAM
Support KNX secure and OTA update
” 6.9 inch color IPS capacitive touch screen, resolution 1440*720
/V/fl' Homepage support for function customization and building plan view programming
120 KNX functions, 30 KNX scene functions, with full KNX controls of switching, dimming,
KNX Smart Touch S7 scene, shutter, AC, audio and air quality and energy metering display etc.
(KNX Secure) 180X 86X 11.8mm Supports 16 Weekly timer, 8 scene group functions, 8 logic functions, HCL, Alarm Function
CHTI-7.0/120.1.22(White) Support subfpanel_ extension bL_Jttc_m or knob .
CHTI-7.0/120.1.23(Gray) Support SIP video intercom, built-in APP server for APP control, cloud intercom
Support the KNX Secure
Support central control by synchronizing the devices from the could
Support Sonos voice control & Google Assistance & Alexa voice control
3.3-inch color IPS capacitive touch screen, resolution 480*320
//V’E__”f" The structure and appearance feature a plastic frame and a surface with a multi-touch
panel and 3 physical buttons to control devices/scenes.
KNX Smart Touch S3 Supports SIP video intercom function
(KNX Secure) Supports bluetooth environmental sensors connection
CHTF-3.3/3.2.10(White) 86X86x10.4mm Supports remote control and customizing scenes via mobile phone
CHTF-3.3/3.2.11(Black) Built-in temperature and humidity sensor, proximity sensor
CHTF-3.3/3.1.01(Gray) Automatically adjusts screen and button indicators brightness
Support the KNX Secure
Support IP connection for APP control, no cloud intercom
Standard KNX device with database & certificate
5" color capacitive IPS touch screen, resolution 480*854
KNX Smart Touch V50s 86X 148.8X30.5 16 time functions, 8 event group functions, 8 logic functions
CHTF-5.0/15.5.21(Black) l48.8><8;6><32:5g$ Password protection and customized screensaver
CHTF-5.0/15.5.22(White) Support switching, dimming, shutter control, HVAC control and other main KNX functions,
built-in temperature proximity sensor.
Supporting ring included for installation, fits 60mm/86mm wallbox
Standard KNX Touch Panel with database & certificate
- 4" color capacitive IPS touch screen, resolution 480480
KNX Smart Touch V40s 16 time functions, 8 event group functions, 8 logic functions
= CHTF-4.0/9.5.21(Black) 86x101.3X32.2mm Password protection and customized screensaver
CHTF-4.0/9.5.22(White) Support switching, dimming, shutter control, HVAC control and other main KNX functions,
built-in temperature humidity, proximity sensor.
Supporting ring included for installation, perfectly fits 60mm/86mm wallbox
KNX Waltz Touch*Pad
(KNX Secure) IPS capacitive touch panel & mechanical button, resolution 854*480
Plastic: CHTFB-3.0/6.5.00(White) Aluminum frame and replaceable buttons(plastic/aluminum)
i g CHTFB-3.0/6.5.01(Black) Push Buttons adjustable for 1 or 2 button operation
g' CHTFB-3.0/6.5.02(Silver) 86X115X34.7mm Built-in temperature sensor, RGB status LED indication
CHTFB-3.0/6.5.03(Gray) Adjustable for button push length, NO or NC contact operation
CHTFB-3.0/6.5.04(Gold) Short/lon tion for KNX functions of lighti trol, shutter et
) g operation for unctions of lighting, scene control, shutter etc
Metal: E:iggggégg?g{ggﬁ; 3years' warranty, 5 classic colors available
CHTFB-3.0/6.5.22(Silver) Support KNX Secure
CHTFB-3.0/6.5.23(Gray)
CHTFB-3.0/6.S.24(Gold)
Latest elegant KNX push buttons for WALTZ Series
KNX Waltz Push Button Push Buttons adjustable for 1 or 2 button operation
Sensor (KNX Secure) Ah{mi.num frame and replacab.te alum?nu'm bytton
Built-in temperature sensor, with LED indication
CHPB-04/02.5.2x(2-Gang) 86X 86X33mm

CHPB-06/02.5.2x(3-Gang)
CHPB-08/02.5.2x(4-Gang)
x=0, White; x=1, Black; x=2, Silver;
x=3, Gray; x=4, Gold

Adjustable for button push length, NO or NC contact operation

Short/long operation for KNX functions of lighting, scene control, shutter etc
Supporting ring included for installation, integrated bus coupling unit
3years' warranty, 5 classic colors available

Support KNX Secure

_Sgesenes sveverer 16A/20A (KNX Secure) DIN rail Scene and preset control
EEEE EEEE (16A) (16A Current Mn) (20A) 72X90X64mm Logic operation with AND, OR, XOR, gate function
— ARSA-04/16.S5 ARCD-04/16.S ARSA-04/20.S 144X90 X 64mm Forced operation and safety function, threshold and time function
ARSA-08/16.S ARCD-08/16.5 ARSA-08/20.5 216X90X64mm NORMAL version and CURRENT MEASUREMENT version for option
ARSA-12/165 ARCD-12/165 ARSA-12/20.S Support KNX Secure
W/ Aassaa KNX Multifunctional Actuator 3-Fold Switch output Fan control
l,é,‘ o] . lush d ’ Flush Mounted Curtain output Heating control
= 6A, Flush Mounted (KNX Secure) 53%483%23.5mm | Valve control Drive LED indicator
= AMMAF-03/06.S Dry input detection Support KNX Secure
Multifunctional actuator with flexibility, one actuator for all functions
e KNX Multifunctional Actuator DIN rail max. i‘z‘ ;O:js O]‘: Z"CV'/tdCh‘”g OtUtF;“‘thtrt“g/hbtl‘_”%‘ SOthet ‘th
4/8/16/24-Fold (KNX Secure) 36X90X64mm ax.12101ds 0 fy contact shutter/blinds contro
72X 90X 64mm Max. 6 folds of DC shutter/blinds control
AMMA-04/06.S, AMMA-08/10.S Max. 6 folds 3-level fan speed control
AMMA-16/10.S, AMMA-24/10.5 216290 64mm
-16/10.S, -24/10. 2/4-pipe valve system of both 3-point type and ON/OFF type
Support KNX Secure
Movement UP/DOWN Move into preset position(up to 2 preset positions)
Stop/Louver adjustment Set preset position(modification of the preset position during
Move to position 0...100%  operation)
KNX Shutter Actuator 4-Fold DIN rail Scenes Adjustment louver to position 0...100%(only Blind working mode)

72X90X64.1mm

Automatic sun protection

Monitoring of wind, rain and frost protect(cyclical)

15 To make life smart, and smart simple!

— AWBS-04/06.2 .
R Block Status reply of the current position, status reply of the current
Forced operation operating mode
LED display Two operation mode: Venetian Blind and Shutter
- Support 2/4 pipes HVAC system Standby/comfort/night/protect mode
— f f K Support 2 wire or 0-10V valve type Channels can be reused as switch output
PO KNX Fan Coil Actuator with 0-10V PINrall Support 2-point control or Pl control Manual operation and LED indication
—— AFVFT-07/10.1 72X90X64mm methods for local Support 3-wire PT1000 sensor
Ry ]

Support relay/0-10V drive fan, 3-level fan speed

To make life smart, and smart simple! 16
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